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PARTS — PAPER WINDER 


93645 FLANGE, SPINDLs 93648 FLANGE, SPINDLE 
8543 SCREW 93647 HUB 
2191 WASHER, LOCK 93649 KNOB 


1181 SCREW (11/16" LONG) 
73235 SCREW (7/6" LONG) 
2191 WASHER, LOCK 


101021** COVER 


119535 BUSHING 
8543 SCREW 82440 SCREW 


102490" BRACKET 
6745 SCREW 

2382 WASHER, LOCK 
3438 WASHER, FLAT 


’ ; . = 3657 CYLINDER 


105635 SWITCH, TOGGLE 
(INCLUDES 91683 
NUT - HEX. AND 
91684, NUT - RING) 
88092 WASHER, FLAT 2 


101023#* PLATE, BASE 
(FOR 6", 6-1/2" R 


8-1/2" PAPER) 
110996%* PLATE, BASE 
. (FOR 5" PAPER) 
93642 CC i 78469 FOOT - RUBBER 
(INCLUDES 90994 1162 SCREW 
PLUG) 103-27 WASHER, FLAT 
93643 i CORD 
(INCLUDES 90900 
CONNECTOR } 
6810 SCREW oe 104850 BASE 


2669 WASHER, LOCK 
3-4 NUT 

mR 
33-88 SCREW ~ #8 WOOD 104849 CAGE 
(WITH RESISTOR - FIXED 
100 OHMS) 


fo a 104851 SET OF RESISTOR PARTS a il a ee ee 


(FURNISHED WITH PW2Q4 AND PW205 FOR 
110 VOLT D.C. OR 25 CYCLE A.C. OPERATION) 


NOTE: NOTE: 
FOUR 104473 BUSHINGS ARE THE FOLLOWING PARTS (NOT SHOWN) 
FURNISHED WITH PAPER WINDERS ARE INCLUDED TO MOUNT THE PAPER 
DESIGNED FoR USE WITH NARROW WINDER ON THE PRINTER COVER: 
PAPER SUCH AS PW200, 202, 203, 2201 NUT (2) 
AND 205. THESE BUSHINGS ARE 3438 WASHER (2) 
TO REPLACE PAPER PRESSURE 3900 BUSHING (2) 
ROLLERS ON THE TYPING UNITS 4814 WASHER, LOCK (2) 
WHERE THE ROLLERS DO NOT BEAR 7099 SCREW, THUMB (2) 
ON THE PAPER. 


@® SEE PAGE 3 FOR NOTE OF EXPLANATION. 
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76117 TERMINAL BLOCK 
(INCLUDES 1028 SCREWS 


74695 SLEEVE, CLUTCH ~ 
7608, WASHER, FELT 


74,691, ARM AND 3650 WASHERS) 
76085 DISK, FRICTION 74986 SCREW 
76086 SPRING 2191 WASHER, LOCK 
76087 WT ‘el 88085 CABLE (WD-151,3) 
3339 NUT ; 
74536 SCREW, SET 93637 PLATE, MOUNTING 
93634 WICK 78287 COLLAR 
1181 SCREW 

; 2191 WASHER, LOCK 

93639 LATCH 
(WITH Post) 

1196 SCREW 


Z 
2191 WASHER, LOCK 77808 RESISTOR - FIXED 


3598 NUT 


2191 WASHER, LOCK 


. | 3438 WASHER, FLAT 


33038 SPRING 89969 WASHER - BAKELT 
74554, POST, SPRING 3598 NUT se 
93638 BRACKET ———__»ji# 
(93635 RESISTOR ~ FDXED 
250 CHMS 
sane Sac 1297 SCREW 


2191 WASHER, LOCK 

3438 WASHER, FLAT 
89969 WASHER - BAKELITE 
3598 NUT 


3438 WASHER, FLAT 
2382 WASHER, LOCK 


93644, SHAFT ~ 
WITH HUP 
(FOR 6", 6-1/2" 
8-1/2" PAPER) 
93656 SHAFT - 
WITH HUB 
(FOR 5" PAPER) 


6810 SCREW 
3438 WASHER, FLAT 


/ F 
89203 ROD, SLACK 
(FoR 6", 6-1/2" oR { 2382 WASHER, LOCK 
&~1/2" PAPER) 
88686 ROD, SLACK i 
(FOR 5" PAPER) 
88887 LEVER, SLACK ROD 11468, MOTOR - 115V 
1196 SCREW A.C./D.C. (MODEL 600-46) 
2191 WASHER, LOCK EW STYLE - SEE NOTE ON 


3598 NUT PAGE 3 FOR OLD STYLE 
88891 SPRING 213911 BRUSH CAP 
114685 BRUSH ~ WITH SPRING 


93632 BRACKET 119477 GEAR (60 TEETH) 


6746 SCREW 
2191 WASHER, LOCK 


78469 FOOT, RUBBER 
33-110 SCREW 
103-27 WASHER 


88039 CLAMP 
72508 SCREW 
2191 WASHER, LOCK 
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CODE AND PART NUMBER CONVERSION CHART 10 4¢ 5 \ 
[__ COvER | EQUIPPED WITH 
20565t SET OF 


*COMPONENTS REQUIRING PAINT FINISH 
“NEW | OLD WIDTH OF 
PAPER USED 
se [al wn | be | a || ene Ps 
a ae | SEEt ee eee ele — 


} PHZOICA aes | fraxwor 6" | en m0 Bevan | en m0 Bevan } 10102308 | | 93631. | 1029008 | | 93633 | }.oncaa.ca | 93640 | 


PW2O01LAA eer (RMSE 6" TO 8-1/2" 101023AA | 10L024.)102,90AA | 102491 | 101021AA | 101022 oa 


| pr2c2ca | | pve [waLnuT | fwarwur | 1/2" To 5" | TO L yet/2" To 5" | | 120996ca | 93654, | | 120996ca | 93654, | fro2ugoca | 93633. | fro2ugoca | 93633. | | LoLo2ica | 93640 | 


llr] —— 
| P11203¢8 | | Pw | | pw3 |wacur | | ein 10 6-1/2" | | ein 10 6-1/2" | 6-1/2" | 201023¢8 | 93632. | 

SC eo ee 
[oes fan [are [oe [von fa [is iam |aw |— — 


* NEW CODE AND PART NUMBERS THAT REQUIRE A PAINT 
FINISH HAVE BEEN ASSIGNED A TWO-LETTER SUFFIX 
WHICH INDICATES THE COLOR AND TEXTURE OF THE 
PAINT FINISH. 

THE FOLLOWING PAINT FINISHES ARE AVAILABLE: 


AA - BLACK WRINKLE 

AB - GRAY GREEN WRINKLE 

AC - LIGHT BROWN WRINKLE 
AD = DARK BROWN WRINKLE 

CA ~ WALNUT GRAIN 


NOTES OF EXPLANATION 


PAGE 1 
THE REDESIGNED 93649 KNOB WHICH WAS INCREASED IN LENGTH, AND 73235 SCREWS (7/8" LONG), HAVE REPLACED 
THE OLD STYLE 93649 KNOB AND 1181 SCREWS (11/16" LONG). ; 


THE 124,684 MOTOR (MODEL 600-A6) HAS REPLACED BOTH THE 88062 MOTOR (USED ON PW1l AND PW2) AND 88086 
MOTOR (USED ON PW200 TO PW205 INCLUSIVE) AND IS FULLY INTERCHANGEABLE. 


THE FOLLOWING COMPONENTS ARE STILL AVAILABLE FOR USE WITH OBSOLETE MOTORS: 
91291 MOTOR BRUSH 
91292 MOTOR BRUSH SPRING 


PW1 FOR USE WITH 5" PAPER HAS BEEN SUPERSEDED BY PW200CA. 
PW2 FOR USE WITH 8-1/2" PAPER HAS BEEN SUPERSEDED BY PW201CA. 

ONLY A FEW PARTS FOR TH ABOVE UNITS ARE AVAILABLE. WHEN REPLACEMENT PARTS ARE REQUIRED, THEY SHOULD BE 
ORDERED BY DESCRIPTION AND, IF AVAILABLE, THEY WILL BE FURNISHED. 


Teletype Corporation 826EE 
Chicago, Illinois, U.S.A. Issue 1 


C _— January 1954 
my CORRECTION 0 


BULLETIN NO. 1129B, ISSUE 2 
PARTS = PAPER WINDER 


€ Page 3 


The set of resistor parts identified as 105851 was erroneously list- 
ed and should read 104851 set of resistor parts. 


Printed in U.S.A. 


